
Cash Teller

Operational Features

Solid Construction

User Interface/Display

AB4000

Features

Saves time and labor costs
Reduces losses due to 
human errors

Quick and easy to use

Variable Counting Speeds 
of 600, 900 and 
1200 bills per minute

Counterfeit Detection by 
magnetic and/ or ultraviolet 
systems (optional feature)

Auxiliary counting screen
(optional feature)

Reliable and sturdy¤ Computerized counting, adding and batch creating capabilities
Variable counting speeds of 600, 900, 1200 bills per minute
Audible and visual alerts when double, short chained 
and half-notes are encountered
Ultraviolet and/or magnetic detection systems (UV and MG/UV 
models only)
“Emergency stop” feature on all models

Solid 15 gauge steel frame
Precision machines roller shafts
Sealed, self –lubricating bearings
Easy to clean high-impact body

Large, easy to read independent screens for batching 
and counting
Soft Thermoplastic interface with tactile feedback

Bills per minute

YEAR WARRANTY



Cash Teller
AB4000

Specifications

UPC Numbers

Pallet Information

Dimensions
Power Consumption

Counting Speed

Power Source

Weight
Hopper and Stacker Capability

Feeding System

10 ½”x 9 ¾ ”x 9 ½ ”
27 Watts
Fast, up to 1200 bills/min
Normal, up to 900 bills/min.
Slow, up to 600 bills/min. 
100V AC, 60Hz
220V AC, 50Hz
15 lbs (6.8 kg) 
100 old bills or 200 new bills
Front Loading Roller Friction

097241383009
097241383016
097241383023

220V
AB4000

AB4000UV
AB4000MG/UV

110V
AB4000

AB4000UV
AB4000MG/UV

097241383207
097241383214
097241383221

Dimensions
Master Cartons Per Pallet

Boxes Inside Master Carton
Units Per Pallet

48” x 40” x 64”
25
2
50
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